
Kit INE-W928R/X800D-U X801D-U X802D-U Note

KIT-8A3 OK OP OP KTE-801UNI

KIT-8A3D OK NG NG
No Display output, makes no sense to offer for X801D-U/ X802D-U, 

however SWRC functions will work.

KIT-8A3DF OK NG NG
No Display output, makes no sense to offer for X801D-U/ X802D-U, 

however SWRC functions will work.

KIT-8A3F OK OP OP KTE-801UNI

KIT-8A4 OK OK OK

KIT-8A4D OK NG NG
No Display output, makes no sense to offer for X801D-U/ X802D-U, 

however SWRC functions will work.

KIT-8ASX OK OK OK

KIT-8CYE OK OK OK

KIT-8DUC OK OP OP KTE-801UNI

KIT-8KSB OK OK OK

KIT-8KSG OK OK OK

KIT-8MB OK NG NG
No Display output, makes no sense to offer for X801D-U/ X802D-U, 

however SWRC functions will work.

KIT-8MBI OK NG NG
No Display output, makes no sense to offer for X801D-U/ X802D-U, 

however SWRC functions will work.

KIT-8QQ2 OK OK OK

KIT-8RAV4 OK OK OK

KIT-8SMT OK OP OP KTE-801UNI

KIT-8TT OK NG NG
No Display output, makes no sense to offer for X801D-U/ X802D-U, 

however SWRC functions will work.

KIT-8VW OK OK OK

KIT-8VWD OK NG NG
No Display output, makes no sense to offer for X801D-U/ X802D-U, 

however SWRC functions will work.

KIT-8VWD2 OK NG NG
No Display output, makes no sense to offer for X801D-U/ X802D-U, 

however SWRC functions will work.

KIT-8VWT OK OK OK

KIT-8VWTD OK NG NG
No Display output, makes no sense to offer for X801D-U/ X802D-U, 

however SWRC functions will work.

KIT-8VWTD2 OK NG NG
No Display output, makes no sense to offer for X801D-U/ X802D-U, 

however SWRC functions will work.

KIT-8VWTV OK NG NG
No Display output, makes no sense to offer for X801D-U/ X802D-U, 

however SWRC functions will work.

KIT-8VWTX OK OK NG

KIT-8VWV OK NG NG
No Display output, makes no sense to offer for X801D-U/ X802D-U, 

however SWRC functions will work.

KIT-8VWX OK OP NG KTE-801UNI

KTX-PRS8-S OK OK OK

OK Kit can be used with no issues

OP Optional part is needed for mechanical fitting

NG No mechanical or electrical compatibility


